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Item No GLM-MXHB100(F) GLM-MXHB150(F) GLM-MXHB200(F) Unit

CTN Size(L*W*H)

N.W/PCS

G.W/CTN

Q'ty/CTN

310*310*120 330*330*140 380*380*160 mm

KG

KG

PCS

2.25 3.1 3.65

2.83 3.85 4.55

1 1 1

Packing List

Drill holes according to the 
outlet on the canopy light

Takes off the put after expansion 
      screws are well mounted expansion screw

Hammer

85.0mm

Tight the nuts to expansion screws
Double check of all drilled holes are right 
position as canopy outlet before mounted. 
Use a hammer to hit expansion crews 
tightly to ceiling,make sure it's not loose.

For Reterence

Screw the circular ring tightly

Step 1

Hang the salety chain on the hook

Step 2

L-Brown  N-Blue      -GreenYellow 
        Then light up the lamp

L-Brown  N-Blue      -GreenYellow 
        Then light up the lamp

Note:
AC 108-305V 

Cable
①

L     Brown

N Blue

Green / Yellow

Warning

Please make sure the power 
off before opertion

Note:
AC 108-305V 

Cable
①

L     Brown

N Blue

Green / Yellow

Warning

Please make sure the power 
off before opertion

 Lock circular ring to the safely chain carefully

Step 3 Step 4

Step 1 Step 2

Step 3 Step 4

LED Type Philips 3030

Color Accuracy(CRI) 80

Color Temperature 3000K/4000K/5000K/5700K

Light Source

Installation

About Reflector

60°/90° PC Reflector 120° PC Reflector

Environment
Operating Temperature

Installation Height 20-50 Feet

Storage Temperature

Operating Humidity

Application Area

Lifespan

-20°C~ +40°C

-30°C~ +55°C

95% Rh or below(@-20°C~45°C)

Indoors Or Outdoors

50,000 Hrs（L80/B10）

Electrical Driver

Input Brand SOSEN AC108-305V 

Frequency

Relevant

Power Factor

THD

Power Efficiency

Protection

MTBF

50/60Hz

EN55015 | EN550221 | IEC61347-1

>0.95

<20%

>90%

Surge | Short Circuit | Over Voltage | Over Current I Over Temp

Minimum MTBF 50,000 hours at 100% load & 40℃

Output DC180-260V

UFO High Bay Light ��Economical Type �

)


